
MODEL NO. HP PRESSURE 
PSI

SCFM
MOTOR

NOMINAL 
SOUND @ 
1 METRE

MOTOR VOLTAGE
WEIGHT

LBS
120 PSI 145 PSI MOTOR AMP

SC25-03 25 105-120 104 98 1740 RPM 
OPEN 69 dBA 208 V

75A
230 V
66 A

460 V
33 A

575 V
25.3 A 1230

SC30-03 30 105-120 123 114 1740 RPM 
OPEN 71 dBA 200 V

86.5 A
230 V
76.4 A

460 V
38.2 A

575 V
29.4 A 1230

SC40-03 40 105-120 165 153 3450 RPM
OPEN 73 dBA 208 V

106 A
230 V
98 A

460 V
49 A

575 V
37.6 A 1265

SC50-03 50 105-120 212 197 3450 RPM 
OPEN 76 dBA 200 V

133 A
230 V
116 A

460 V
58 A

575 V
47 A 1265

SCREW COMPRESSOR
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MAINTAIN 3 FEET DISTANCE FROM WALLS AND OTHER OBJECTS FOR PURPOSE OF COOLING AND SERVICING.1.

COMPRESSOR MUST BE LEVEL AND ANCHORED DOWN TO SOLID FLOOR.2.

AMBIENT CONDITIONS: 10ºC MIN. 40ºC MAX.3.
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